


Industry status

Firefighter elevators are elevators that are used by
firefighters to extinguish and rescue fires in buildings and
have certain functions. The national standard "General
Code for Building Fire Protection” issued by the Ministry of
Housing and Urban Rural Development will be
implemented from June 1, 2023. The upgrade of GB26465-
2011 for firefighter elevators to GB/T 26465-2021 has
raised higher requirements for firefighter elevators.
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ﬁ,ﬂ Firefighter Elevator Standards
1. GB/T 26465-2021 "Safety Code for Manufacturing and
Installation of Fire Elevators”

2. GB/T 7588.1-2020 "Safety Code for Elevator
Manufacturing and Installation Part 1"

3. GB/T 7588.2-2020 "Safety Code for Elevator
Manufacturing and Installation Part 2"

4.TSGT7007-2022 "Elevator Type Test Rules”

5.TSGT7001-2023 "Elevator Supervision Inspection and
Regular Inspection Rules”

Compulsory requirements from the Ministry
of Housing and Urban Rural Development

GB 55037-2022 "General Code for Fire Protection of
Buildings”

R_e(*pire buildings over 33 meters (11 floors) to have
firefighter elevators installed




Firefighter Elevator
Supporting Diagram
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-0 Control cabinet

,~---0 Hoistway electrical
’ * car top inspection box (IPX3)
. » pit inspection box(IPX3)
’ »pit emergency stop box(IPX3)
. »motor emergency stop box (MRL
: IPX3)

»Car top rear door emergency stop
(IPX3 Optional configuration)

= Pit rear door emergency stop (
IPX3 Optional configuration)

» Sound and light alarm (IPX3)
= Weighing sensor (IPX3)

*Shaft lighting (IPX3)
» Hoistway safety Switch (IP54)
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-0 Complete set of cables

Intelligent support, convenient
and reliable, suitable for new
national standards

*future cabinets with machine rooms (IP20)

»future cabinet without machine room
(IP23 front IP23D)

Car door machine and hall door device

(IPX3)

» ARD device (Optional
configuration)

» Filter cabinet (Optional

configuration)

. » Gate area and level photoelectric /magnetic Switch (IPX3)
A »Anti misalignment magnetic induction Switch(IPX3)

\ =COP/LOP/Fire protection box/reset box (IPX5)

» Firefighter elevator complete set of cables
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O’— Scope of application for firefighter elevators (MRL)

QSpeed: < 4m/s o'height: < 150m oPower: 5.5~55kW o_ambient temperature:
0~45°C
°Load: < 2000kg o'Room type: MRL °Altitude: <1000m ° 37KW and above

require non-standard
customization
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Intelligent support, convenient and reliable, suitable for new national standards

Scope of application for firefighter elevators (Motor Room)

QSpeed: < 4m/s °height: < 150m °Power: 5.5~55kW ° ambient temperature:
0~45°C
°Load: < 2000kg °Room type: MR °Altitude: <1000m ° 37KW and above

require non-standard
customization
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O’ Firefighter Elevator Certification Report

Waterproof testing report
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m Intelligent support, convenient and reliable, suitable for new national standards

O Supporting product certification

IPX3

Certified product name . ire resistance 2.00h
New national standard

Firefighter Elevator Future Cabinet
motor room Q

Firefighter Elevator Future Cabinet
MRL

Firefighter Elevator COP/LOP/ Fire Q
protection box/reset box

Firefighter Elevator pit inspection
box

Firefighter Elevator pit emergency
stop box

Absolute position magnetic
induction Switch

Firefighter Elevator Car top
maintenance box

motor emergency stop box (MRL)

Cartop rear door emergency stop (
Opljorl?alcc:nﬁguratic:nr)ge P

Pit rear door emergency stop (Optional
configuration) S e

Sound and light alarm

Weighing sensor 0

Shaft lighting

NI R <

Hoistway safety Switch

Gate area and level photoelectric
/magnetic Switch

Anti misalignment magnetic
induction Switch

(RN

Firefighter Elevator Fire barriers are
popular
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1, Electrical safety circuit with safety window and » -
car roof ladder Switch

2, When the firefighter's Switch is set to 1, the
elevator car and entrance floor will automatically
activate for direct communication; The elevator car
communicates with other optional positions and
buttons. (Can achieve 6-party communication)
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O’ Configuration Table

Braking resistor
Outp| Dimensioning (mm) S
ut

curre
= H W D Product model

(A) H nax kV‘V:T\iI'\

Powe
Product model |

Dimensioning (mm) parameter

WISE3000-B-4008-FIRE | 83 20 MCTC-PB4008-1.5m/3m 65 85 25

WISE3000-B-4017-FIRE 17 35 | 900 | 230 | 190 | MCTC-PB4017-15m/3m | 408 | 230 | 180 35 43 45

WISE3000-B-4022-FIRE 22 48 MCTC-PB4022-1.5m/3m 22 24 6.5

WISE3000-B-4037-FIRE 37 75 980 | 270 | 200 | MCTC-PB4037-1.5m/3m | 408 | 230 | 210 13 16 1"
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